AllSTee/ NQS250, NQS2508

The all steel construction of today’s NQS
models is where the Numatic story started.

We learnt from the 250 that the

commercial cleaning business was

rough and tough but, having said that,

the majority of our early machines

are still working 20+ years later.

NQS250

Rated Motor Motor only Max ; . : .
Model Poer Power Airflow Suction H0 Kit | Capacity | Range | Weight Size
NQS250 9kg
580W gg%’oﬁg 43L/sec | 2350mm | AS1 9L |26.8m 340x340x395mm
NQS250B 10kg
Model Energy Efficiency Cleaning Performance Dust_ Sound
Class A-G KWh/annum Carpet A-G | Hard Floor A-G Re-emissions Power Level
NQS250/B A 24.5 C | C D 72dB

14 (See page 38 for full accessories)

e Professional Accessory Kit
Accessory kit AS1 incorporates all that
is needed for the professional cleaner.
(See page 38 for full accessories)

Nucable System

Nucable allows quick and simple cable
replacement, saving on expensive
repairs due to damaged cables.

TriTex Filtration System
Improve filtration, cleanliness and
capacity.

HepaFlo
Easy to change high efficiency
HepaFlo bags.

e A Class
Energy efficient, A rated.

e All Steel Construction
Tough and hard wearing, built for
years of professional use.

TwinFlo 2 stage high
efficiency motor

AirCralt AVQ250, AVQ380

These machines are built to an exacting

110V / 400Hz standard of operation,

suitable for

most aircraft on-board power supply systems.

Seriously strong in construction, generous accessories to a 38mm (1
designed to clean aircraft and clean them well.

AVQ250

\ Professional specification throughout |

ProFlo heavy duty floor tool

¢ Built to Last
All steel deep-drawn power head and a
single deep-drawn steel drum pressing
with superb 4 wheel mobility and
stability.

Noise Reduction
Patented Microtec noise reduction
system.

Professional and Powerful
TwinFlo motor performance.

HepaFlo
Easy to change high efficiency
HepaFlo bags.

TriTex Filtration System
Improve filtration, cleanliness and
capacity.

Rated Motor Motor only Max . R
Model oW Power Airflow Suction H0 Kit Capacity Range

AVQ250 110V
960W 400Hz | 47L/sec BA15
AVQ380

¥2”) standard,

>

Weight Size

m 340x340x395mm
9.5kg | 355x355x485mm

TriTex filtration

AVQ380




